Single-fiber single-mode gigabit
bidirectional transceiver

Overview

BiDi transceiver, a compact optical transceiver with WDM (wavelength division
multiplexing) technology and SFP multi-source protocol (MSA) compliance, allows fast
data transmission using a single fiber optic for both sending and receiving signals,
saving resources and cutting. BiDi transceiver, a compact optical transceiver with
WDM (wavelength division multiplexing) technology and SFP multi-source protocol
(MSA) compliance, allows fast data transmission using a single fiber optic for both
sending and receiving signals, saving resources and cutting. The industry-standard
Cisco Small Form-Factor Pluggable (SFP) Gigabit Interface Converter (Figure 1) links
your switches and routers to the network. The hot-swappable input/output device
plugs into a Gigabit Ethernet port or slot. In case you need the transceiver with. SFP
transceiver that supports 1G connections up to 3 km using single-mode fiber with a
simplex LC UPC connector. Power Consumption CLASS 1 LASER PRODUCT, IEC/EN
60825-1:2014 Do not look into the ends of the fiber optic cable or SFP module while
converters are. TP-LINK s TL-SM321B-2 and TL-SM321A-2 is designed to work in a
pair to create an on-site gigabit fiber communication up to 2km (2,000 meters). With
one single-mode fiber, the pair of modules can create a full-duplex gigabit path
between your switches, storage devices, and server. 25 gigabit data rate and
compatible with mainstream switch vendors for Ubiquity, Netgear, Mikrotik, DLink,
TPLink etc. (The SFP are not recommended for HP and Aruba products) [JSingle Fiber
Transmission[JThe BIDI SFP module.
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Article Content
2026 1G1E case mini Gigabit Fiber Optical Media Converter

Package: ESD package,Carton1GE1GF case mini Gigabit Fiber Optical Media
Converter 10/100/1000Mbps Single Mode Single Fiber SC Port External Power
SupplyPlease Note []1 fault

1 Gigabit Singlemode SFP Fiber Optic Transceivers

Our 1 Gigabit Singlemode SFP Transceivers offer high-performance, reliable
connectivity for singlemode fiber optic networks. These transceivers are

Cisco-Compatible BiDi SFP Module | 40km, Single-Fiber

Maximize your fiber infrastructure with this hot-pluggable BiDi SFP module,
engineered for single-strand Gigabit Ethernet connectivity. Utilizing wavelength-
division multiplexing (WDM) technology, it

Single Fiber (BiDi)

Teroline single fiber bidirectional SFP module for Gigabit Ethernet applications over
single mode optical fiber. The module can be used with any network device that
accepts standard MSA transceivers -

What are the Main Types of 10G SFP+ Optical Transceivers?

10G BiDi SFP+ optical transceiver is a single fiber bidirectional fiber transceiver
designed for bidirectional 10Gbps data transmission over a single strand of single
mode fiber (SMF),

1000BASE-SX, 1000BASE-LX, 1000BASE-ZX& BX

What is 1000BASE-LX? 1000BASE-LX SFP is a gigabit Ethernet standard over fiber
optics for long reach. It operates on single-mode fiber (SMF)

PROVANTAGE: Cisco Systems GLC-BX-D= Cisco 100FX SFP On

Cisco 100FX SFP on BX-1000BASE-BX SFP 1490nm enables single-fiber bidirectional
Gigabit Ethernet connectivity. It transmits at 1490nm and receives at 1310nm for
10km reach over single-mode fiber.

Fiber Optic Receivers and Transmitters: Packaging and

In many systems, especially Gigabit Ethernet or fiber-channel systems, the
transceiver is bidirectional. This means it can handle transmission

StarTech HP JD119B Compatible SFP Transceiver Module

StarTech HPE JD119B Compatible SFP Module - 1000BASE-LX - 1GbE Single Mode
(SMF) Fiber Optic Transceiver - 1GE Gigabit Ethernet SFP - LC 10km - 1310nm - DDM
HPE 5900, 12500, 5500
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SFP modules - transceivers for 1/2/4G fibre channel

BiDi (Bidirectional) SFP - Single-fiber SFP modules for FTTH and fiber-efficient
networking, allowing both transmit and receive signals to travel over a single

5 Pairs BIDI SFP Network Transceiver Module, 1.25

(Single Fiber Transmission[JThe BIDI SFP module supports single fiber for data
transmission (Blue: TX1310nm/RX1550nm; Yellow:

Cisco 100G QSFP28 Transceiver Modules - Network Warehouse

The Cisco 100G QSFP28 transceiver modules offers customers a wide variety of high-
density and low-power 100 Gigabit Ethernet connectivity options.

TL-SM321B-2 | 1000Base-BX WDM Bi-Directional SFP

TP-LINK's TL-SM321B-2 and TL-SM321A-2 is designed to work in a pair to create an
on-site gigabit fiber communication up to 2km (2,000 meters). With one

Cisco-Compatible 1G BiDi SFP, 10km, DOM | Single-Fiber

1. J000 0000 This 1 Gigabit BiDi SFP transceiver is engineered for efficient, single-
fiber gigabit Ethernet links. Operating on the 1000BASE-BX-U standard, it transmits
data at 1310nm and receives

Ubiquiti 1 Gbps Bidirectional UACC-OM-SM-1G-S-2 | Cendirect

The 1 Gbps Bidirectional Single-mode Optical Module is a simplex transceiver that
delivers up to 1.25 Gbps speed over distances up to 3 kilometers.

How to tell the difference between single mode and multimode fiber ...

It works with copper Ethernet cables or fiber optical cables. On the fiber optics side,
there are single mode SFP module and multimode SFP module, which allows users to
select the

1.25G 1310nm 40Km CWDM SFP Optical Transceiver Module Single Mode

Product Summary 1.25G 1310nm 40Km CWDM SFP Optical Transceiver 1.25G Single
Mode Product Description GEZHI compatible 1.25Gpbs CWDM SFP transceiver
supports up to 40km, 80km,

Custom 40G QSFP+ and 50G SFP56/QSFP28 Modules

Custom 40G QSFP+ MODULE Series Transitioning to 40 Gigabit Ethernet is the most
cost-effective strategy for alleviating core switch congestion. Utilizing high-density
MTP/MPO interfaces and

Single Fiber Bidirectional SFP Transceivers

Single Fiber Bidirectional SFP transceivers use simplex single-mode fiber to double
the bandwidth, data rates up to 4G and distances up to 160km.
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Cisco SFP Modules for Gigabit Ethernet Applications

This data sheet describes the benefits, specifications, and ordering information for
the Cisco SFP Modules for Gigabit Ethernet Applications.

Cisco 25G Transceiver Modules

Cisco SFP-25G-ER-I The Cisco 25GBASE-ER Module supports a link length of 40
kilometers on standard Single-Mode Fiber (SMF) G.652 at 25G. The module

Cisco 1G SFP Transceiver Modules - Network Warehouse

The Cisco Small Form-Factor Pluggable 1G (Gigabit) SFP transceiver module is an
industry-standard component used to connect switches and routers to the network.

1G Bidirectional Single-Mode Optical Module

SFP transceiver that supports 1G connections up to 3 km using single-mode fiber with
a simplex LC UPC connector.

What Is an SFP Module? — Complete Guide to SFP, SFP+ & SFP28

Common fiber SFP categories include: SR (Short Reach) — multimode fiber modules
for short-distance links, typically within racks or buildings LR / ER — single-mode fiber
modules for long

1,25G BiDi SFP-Transceiver | Single-Fiber, SM, 1000BASE-BX

This single-mode bidi 1.25G SFP transceiver enables bidirectional Gigabit Ethernet
communication over a simplex of single-mode fiber, effectively doubling fiber
infrastructure utilization.

TP-LINK Gigabit Single-mode Single-fiber Optical Fiber Transceiver 3

TP-LINK Gigabit Single-mode Single-fiber Optical Fiber Transceiver 3 Km Transmission
Available 1SC+1GE, TL-FC311A-3+TL-FC314B-3 in online-store aliexpress . Large
selection of

BiDi Transceiver: Utilizing WDM Technology for Dual

BiDi transceiver, a compact optical transceiver with WDM (wavelength division
multiplexing) technology and SFP multi-source protocol

Cisco 10G SFP+ Transceiver Modules - Network Warehouse

The Cisco 10G SFP+ transceiver modules provide a broad range of 10 Gigabit
Ethernet connectivity options.
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Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://www.truhope.co.za

Email: sales@truhope.co.za

Phone: +27 64 987 3021

Address: 22 Loop Street, Cape Town, 8001, South Africa

This document is for informational purposes only. Specifications subject to
change without notice.
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